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	Company Name
	Utility Services (NE) Ltd
	
	

	Location
	National
	Project Title
	Workshop
	
	

	Risk Assessment No.
	RA.015
	Review Date
	14.11.2023
	Revision No. 
	004.
	
	

	Person Supervising Work
	N/A
	Employer
	USL
	
	

	Persons Exposed (tick box)
	X
	Employees
	X
	Other workers
	
	Public/visitors
	
	Young Persons
	Estimated total number of persons at risk
	10

	
	
	New/expectant mothers
	
	Vulnerable Persons
	
	Other
	
	

	[image: ]      Likelihood                                                        Severity

Rating 1 = Very Unlikely		 Rating 1 = No Injury
Rating 2 = Unlikely 		              Rating 2 = Minor injury or illnessSeverity

Rating 3 = Likely			 Rating 3 = 7-day injury or illness
Rating 4 = Very Likely 		              Rating 4 = Specified injury or illness   
Rating 5 = Almost Certain		 Rating 5 = Fatality, disabling injury, and so onLikelihood



	Likelihood
Risk = Likelihood x Severity                                   Acceptable                                  Medium                              High

	Hazard(s)
	1
	2
	3
	4
	5
	6
	7
	8
	9

	
	Factors of Harm
	Risk
(Likelihood x Severity)
	Control Measures
	Factor of Harm
	Residual Risk
(Likelihood x Severity)
	Control measures implemented by (name)
	Low Risk

	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	YES
	NO

	Mechanical equipment (contact injuries e.g. entanglement, drawing-in, abrasions, cuts, burns)
	

3



	

3
	


9
	Access to the workshops is strictly restricted to authorised personnel only.
No one may operate workshop equipment unless they have received a sufficient training and permission from the technician-in-charge.
Specific risk assessments for machinery and the generic risk assessment for power hand tools have been completed and safe systems of work issued to operatives. 
Guards on the machines must be used. 
All workshop equipment must be regularly maintained and serviced.
	

1
	

3
	

3


	


Anthony Chisman
	
✓

	

	Lone / Out of Hours (LOOH) Working
	


2
	


3
	


6
	LOOH working in the Workshops is strictly prohibited unless permission from the Health and Safety Manager is given and a specific lone working risk assessment is carried out.
	


1
	


3
	


3
	



Anthony Chisman
	

✓

	

	Electrical equipment (electric shocks or burns from using faulty electrical equipment)
	


2
	


3
	


6
	All portable electrical equipment must be tested at for electrical safety at correct intervals and labelled with the date of the test. 
Electrical cables and plugs should be regularly visually inspected by the user for damage. 
Any defective equipment should be reported to the technician-in-charge and taken out of use until the repair has been effected.
Electrical equipment must always be operated in accordance with manufacturers' instructions.
	


1
	


3
	


3
	



Anthony Chisman
	

✓

	



	Hazard
	1
	2
	3
	4
	5
	6
	7
	8
	9

	
	Factors of Harm
	Risk
(Likelihood x Severity)
	Control Measures
	Factor of Harm
	Residual Risk
(Likelihood x Severity)
	Control measures implemented by (name)
	Acceptable Risk

	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	
	
	
	
	YES
	NO

	Hazardous Substances (e.g. irritating vapours, skin sensitisation, dermatitis)





















Working at height (fall from a stepladder)




	
2

















2

	
3

















2


	
6

















4
	A COSHH risk assessment must be completed for using substances that may present a hazard to health. 
A Material Safety Date Sheet (MSDS) must be kept together with a risk assessment in the Workshop Safety File for future reference.
All containers used for storage of hazardous and non-hazardous substances must be suitably labelled indicating their contents
Users must be familiar with the risk assessment and safe system of work for using stepladders.
A stepladder should have a visual inspection by the user prior to use for damage.
Stepladders must be individually identified and formal inspections must be carried out and records of inspection kept.
Any defective stepladder should be clearly labelled and taken out of use until the repair has been effected.
	
1

















1
	
2

















2
	
2

















2
	
Anthony Chisman
























Anthony Chisman



	
✓





















✓

	

	Manual handling of heavy/bulky objects (back injuries)
	2
	2
	4
	A risk assessment must be completed for lifting heavy and bulky loads that present a risk of injury.
Training in lifting techniques must be provided for workshop staff who undertake the lifting of heavy loads.
Appropriate PPE for lifting operations must be worn.
Lifting equipment must be registered with the USL’s Insurers and annual inspections carried out. Records of the inspections must be kept in the safety file.
	1
	2
	2
	Anthony Chisman
	✓

	

	
	Name
	Position
	Signature
	Date

	Person Conducting Assessment 
Person Authorising Assessment
	Chris Alexander 
	Head of HSEQ  
	C.Alexander 
	14.11.2023  REV- 14.11.2024

	
	Justin Marshall 
	Managing Director  
	J.Marshall 
	14.11.2023  REV- 14.11.2024


This risk assessment must be communicated to operatives before work commences. A spate briefing sheet (GA11) should be used and be made available to the operatives for reference
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Company Name  Utility Services (NE) Ltd    

Location  National  Project Title  Workshop    

Risk Assessment No.  RA.01 5  Review Date  14.11.202 3  Revision No.   00 4.    

Person Supervising  Work  N/A  Employer  USL    

Persons Exposed  (tick  box)  X  Employees  X  Other workers   Public/visitors   Young Persons  Estimated total number  of persons at risk  10  

 New/expectant mothers   Vulnerable Persons   Other  

       Likelihood                                                             Severity     Rating 1 =  Very Unlikely       Rating 1 = No Injury   Rating 2 = Unlikely                      Rating 2 = Minor injury or illness   Rating 3 = Likely         Rating 3 = 7 - day injury or illness   Rating 4 = Very Likely                      Rating 4 = Specified injury or  illness       Rating 5 = Almost Certain       Rating 5 = Fatality, disabling injury, and  so on    

Likelihood   Risk   = Likelihood x Severity                                       Acceptable                                  Medium                                High  

Hazard (s)  1  2  3  4  5  6  7  8  9  

Factors of Harm  Risk   (L ikelihood x Severity)  Control Measures  Factor of Harm  Residual Risk   (Likelihood x Severity)  Control  m easures   implemented by   ( name)  Low  Risk  

Likelihood   (1 - 5)  Severity   (1 - 5)   Likelihood   (1 - 5)  Severity   (1 - 5)   YES  NO  

Mechanical  equipment  (contact injuries  e.g.  entanglement,  drawing - in,  abrasions, cuts,  burns)      3            3        9  Access to the  workshops is strictly  restricted to  authorised personnel  only.   No one may  operate workshop  equipment unless  they have received  a sufficient training  and permission from     1      3      3            Anthony Chisman    ?     
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