Risk Assessment
	Company Name
	Utility Services Ltd
	
	

	Location
	UK
	Project Title
	Dangerous Substances and Explosive Atmosphere
	
	

	Risk Assessment No.
	018
	Review Date
	14.11.2023
	Revision No. 
	004
	
	

	Person Supervising Work
	Depot Manager
	Employer
	USL
	
	

	Persons Exposed (tick box)
	✓
	Employees
	✓
	Other workers
	✓
	Public/visitors
	
	Young Persons
	Estimated total number of persons at risk
	150

	
	
	New/expectant mothers
	
	Vulnerable Persons
	
	Other
	
	

	[image: ]      Likelihood                                                        Severity

Rating 1 = Very Unlikely		 Rating 1 = No Injury
Rating 2 = Unlikely 		              Rating 2 = Minor injury or illnessSeverity

Rating 3 = Likely			 Rating 3 = 7-day injury or illness
Rating 4 = Very Likely 		              Rating 4 = Specified injury or illness   
Rating 5 = Almost Certain		 Rating 5 = Fatality, disabling injury, and so onLikelihood



	Likelihood
Risk = Likelihood x Severity                                   Acceptable                                  Medium                              High

	Hazard(s)
	1
	2
	3
	4
	5
	6
	7
	8
	9

	
	Factors of Harm
	Risk
(Likelihood x Severity)
	Control Measures
	Factor of Harm
	Residual Risk
(Likelihood x Severity)
	Control measures implemented by (name)
	Low Risk

	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	YES
	NO

	Creosoted Poles
	3
	4
	12
	Al poles to be stored in a secure compound where only trained operatives can access them.
	1
	4
	4
	Depot Manager and/or Health and Safety Team
	✓
	

	Creosoted Poles
	3
	3
	9
	All poles to be stored within a pole stack with a visqueen bottom sheet, sand and railway ballast on top to prevent contamination. A concrete bunding around the stack will also prevent contamination. 
	1
	3
	3
	Depot Manager and/or Health and Safety Team
	✓
	

	Creosoted Poles
	3
	3
	9
	All operatives in contact with any poles are to be properly trained and must wear the appropriate PPE to prevent contact with the skin. i.e Long Sleeve Hi Visibility Flame Retardant Vests and Gloves.
	1
	3
	3
	Depot Manager and/or Health and Safety Team
	✓
	



	Hazard
	1
	2
	3
	4
	5
	6
	7
	8
	9

	
	Factors of Harm
	Risk
(Likelihood x Severity)
	Control Measures
	Factor of Harm
	Residual Risk
(Likelihood x Severity)
	Control measures implemented by (name)
	Acceptable Risk

	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	Likelihood
(1-5)
	Severity
(1-5)
	
	
	YES
	NO

	Hazardous Waste
	2
	3
	6
	Each Depot must have multiple waste storage areas to separate various waste products. These must be kept in a locked secure area and be protected from adverse weather conditions.  
	1
	3
	3
	Depot Manager and/or Health and Safety Team
	✓
	

	Hazardous Waste
	3
	3
	9
	Waste must be removed from depots on a regular basis using a 3rd Party company.
	1
	3
	3
	
	✓
	

	Hazardous Materials 
	3
	4
	12
	All hazardous materials must be stored in a secured area and away from any source of fire or flame.
	1
	4
	4
	Depot Manager and/or Health and Safety Team
	✓
	

	Hazardous Materials
	3
	3
	9
	All storage areas must be maintained and checked on a regular basis to prevent leaks and spills
	1
	3
	3
	Depot Manager and/or Health and Safety Team
	✓
	

	Dangerous Substances 
	3
	4
	12
	It is essential that operatives limit their exposure time with any dangerous substances they work with, taking regular breaks and wear the appropriate PPE.
	1
	4
	4
	Depot Manager and/or Health and Safety Team
	✓
	

	Dangerous Substances
	3
	4
	12
	USL will carry out the appropriate health surveillance required where necessary.
	1
	4
	4
	Depot Manager and/or Health and Safety Team
	✓
	

	
	Name
	Position
	Signature
	Date

	Persons Conducting Assessment
	Chris Alexander 
	Director 
	C.Alexander 
	14.11.2023  REV- 14.11.2024

	
	Justin Marshall 
	Managing Director
	J.Marshall 
	14.11.2023  REV- 14.11.2024


This risk assessment must be communicated to operatives before work commences. A spare briefing sheet should be used and be made available to the operatives for reference
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Risk Assessment  

Company Name  Utility Services Ltd    

Location  UK  Project Title  Dangerous Substances  and Explosive Atmosphere    

Risk Assessment No.  018  Review Date  14.11.202 3  Revision No.   00 4    

Person Supervising  Work  Depot  Manager  Employer  USL    

Persons Exposed  (tick  box)  ?  Employees  ?  Other workers  ?  Public/visitors   Young Persons  Estimated total number  of persons at risk  150  

 New/expectant mothers   Vulnerable Persons   Other  

       Likelihood                                                             Severity     Rating 1 = Very Unlikely       Rating 1 = No Injury   Rating 2 = Unlikely                      Rating 2 = Minor injury or illness   Rating 3 = Likely         Rating 3 = 7 - day injury or illness   Rating 4 = Very Likely                      Rating 4 = Specified injury or illness       Rating 5 = Almost Certain       Rating 5 = Fatality, disabling injury, and  so on    

Likelihood   Risk   = Likelihood x Severity                                       Acceptable                                  Medium                                High  

Hazard (s)  1  2  3  4  5  6  7  8  9  

Factors of Harm  Risk   (L ikelihood x Severity)  Control Measures  Factor of Harm  Residual Risk   (Likelihood x Severity)  Control  m easures   implemented by   ( name)  Low  Risk  

Likelihood   (1 - 5)  Severity   (1 - 5)   Likelihood   (1 - 5)  Severity   (1 - 5)   YES  NO  

Creosoted Poles  3  4  12  Al poles to be  stored in a secure  compound   where  only trained  operatives can  access them.  1  4  4  Depot Manager   and/or  Health and Safety Team  ?   

Creosoted Poles  3  3  9  All poles to be  stored  within  a  pole  stack  with a  vis queen   bottom  sheet ,  sand and  railway  ballast  on   top to prevent 1  3  3  Depot Manager and/or  Health and Safety Team  ?   
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